
     SA-D003 ANTENNA MOUNTED 
TEMPERATURE SAW SENSOR 

 
 

This wireless and batteryless sensor is designed to  monitor surface 
temperatures in environments where wired probes are  not desirable. 

The antenna is ideally suited for metallic surfaces  
and where slim structure are required. 

 
             

KEY FEATURES : 
 

�  Temperature range from -20 ° C to +160 ° C 
�  Typical measurement precision of 2 ° C 
�  Temperature SAW Sensor included 
�  Wireless and batteryless 
�  Compliant with 433MHz ISM CE regulations 
�  Maximum gain of 1.1dBi on metal 
�  Unique omnidirectionnal MPIFA ( Meandered Planar 

Inverted-F Antenna) 
�  RoHS compliant 

 
Dimensions  : 
 

Antenna 97 x 82 x 17 mm 

Integrated sensor 5 x 5 x 1.5 mm 

 

                     
 

Top side of antenna               Bottom side with sensor  
 
 
 
 
 
 
 
        Specifications subject to change without notice.                                                                 SA-D003 200904 

SENSEOR 
Parc Font de l'Orme, Lot N°3, 694 Av. Dr. Maurice D onat, F - 06250 MOUGINS 
Phone: +33 (0) 497 231 320 – Fax: +33 (0) 493 060 858 
contact@senseor.com 

 

  
3D antenna radiation pattern 


