
 

SED-100 THERMOWELL PACKAGED  
TEMPERATURE SAW SENSOR 

 
 

The SED-100 Thermowell Temperature SAW Sensor is ne w and innovative approach 
for temperature measurement in harsh and difficult industrial environments. 

Based on passive Surface Acoustic Wave sensor techn ology, SED-100 is a wireless 
and batteryless solution for temperature measuremen t.  

 
 
 

KEY FEATURES :  
 

�  Temperature range from -20°C to +160°C 
�  Typical measurement precision of 2°C 
�  SAW Sensor temperature sensitive element 
�  Wireless and batteryless solution 
�  Standard thermowell packaging 
�  Compatible with harsh environment ( chemical, corrosive… ) 
�  Easy connection to external system ( antenna, Senseor 

demonstration kit or network analyzer ) thanks to SMA female 
connector 

�  RoHS compliant 
  
 
 
 
Example of standard dimensions of the thermowell :  
 

Thermowell Material Stainless steel 

Probe Diameter 9 mm 

Total Length 1 126 mm 

Insertion Length 1 80 mm 

Connection size 1 1/2’’ G male 
1 Others dimensions are available on request.  

 
For specific developments or more information about our products, please 
contact us. 

 

 
 
 

Specifications subject to change without notice.                                                                               SED-100 200904 
   

SENSEOR 
Parc Font de l'Orme, Lot N°3, 694 Av. Dr. Maurice D onat, F - 06250 MOUGINS 
Phone: +33 (0) 497 231 320 – Fax: +33 (0) 493 060 858 
contact@senseor.com 


